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Alternative and Chamber Absorption Field Product Approvals 

 
Product Proprietary Name  Company  Equivalency Factor  

 
Aggregate Eight-Inch Modified  Various    1.5   

 
Bundled Pipe Septic Stack -13-36               ADS, Inc.                                     0.67 

                             Septic Stack -13                                                                               0.75 
                          Septic Stack -11                                                                               0.90 
                         Septic Stack -9                                                                                 1.12 
 

Chamber Infiltrator High Capacity  Infiltrator Systems, Inc   0.65   
    Infiltrator Quick4 Standard     0.75   
    Infiltrator Quick4 W Standard     0.75   
    Infiltrator Quick4 High Capacity    0.65 
    Infiltrator Quick4 EQ36      1.0 

Infiltrator Quick4 EQ24      1.5 
Infiltrator Quick4 Plus High Capacity         0.65 
Infiltrator Quick4 Plus Standard                0.75 
Infiltrator Quick4 Plus Standard LP          1.0 
Infiltrator Quick4 Plus EQ36 LP                 1.53 
ARC 36 Standard      0.75   

    ARC 36 High Capacity      0.65 
 
    EnviroChamber SF Hi-Cap  ADS, Inc.               0.65   

EnviroChamber SW Hi-Cap     0.65 
EnviroChamber Pro Hi-Cap     0.65 
EnviroChamber Standard     0.75 
EnviroChamber Pro Standard     0.75 
EnviroChamber Pro ARC Standard    0.75 

    BioDiffuser 14” & 16” Hi-Cap     0.65   
    BioDiffuser Standard      0.75    
  
 

Polystyrene EZflow- EZ0705H  Infiltrator Systems, Inc  1.15 
    EZflow- EZ0904H      0.85   
    EZflow- EZ0904HP      0.75 

EZflow- EZ1203H      0.75   
    EZflow- EZ1303T      0.65   

EZflow- EZ1402H       0.75 
 

Example: Assume a 3-bedroom house and a 45-minute percolation rate  

Then:  Absorption field square footage required for a conventional Absorption field system from Table 10.F for a 45-minute percolation rate is 
300 square feet per bedroom or 900 square feet for the three-bedroom house. The linear length required for a conventional 36-inch wide 
absorption field is 300 linear feet. 

 
The Minimum Required Footage for Various Products: 

 
Infiltrator Quick4 Plus High Capacity  300 ft. x 0.65 = 195 linear feet                     EZflow 1203H                           300 ft. x 0.75 = 225 linear feet 
Infiltrator Quick4 Plus Standard LP   300 ft. x 1.0   = 300 linear feet                     EZflow 1303T                            300 ft. x 0.65 = 195 linear feet 
Infiltrator Quick4 Plus Standard  300 ft. x 0.75 = 225 linear feet                     Septic Stack 13-36                      300 ft. x 0.67 = 201 linear feet 
ARC 36 High Capacity   300 ft. x 0.65 = 195 linear feet                     EZflow 0705H                            300 ft. x 1.15 = 345 linear feet 
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